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Aria Evo X N°4 Black High Gloss
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The Aria Evo X N°4 represents the return to authentic loudspeakers. With its two 8" (21cm) speaker drivers, this 
floorstanding loudspeaker will delight music lovers. This is the most imposing model in the range, and ideal for 
spaces of at least 323 ft² (30m2), with a recommended listening distance of 10 to 16 feet (3 to 5 metres).

Type Bass-reflex 3-way floorstanding  
loudspeaker

Speaker drivers

2 x 6.5" (16.5cm) Flax bass
6.5" (16.5cm) Flax midrange  
with TMD® surround
Aluminium/Magnesium ‘M’-shaped inverted 
dome TAM tweeter

Frequency response (+/-3dB) 37Hz – 30kHz

Response at -6dB 31Hz

Sensitivity  92.5dB

Nominal impedance 8Ω

Minimal impedance 2.5Ω

Recommended amp power 40 – 350W

Crossover frequency 280Hz/2,600Hz

Dimensions (HxLxD) 451/4x145/8x161/2" (115x37.1x42cm)

Weight 77.16lbs (35kg)

Urethane tweeter plate 
with waveguide 

Improved horizontal directivity
Better sound image

Flax cone midrange
Optimal midrange/treble transition

A very natural sound 
and astonishing presence

Flax cone bass
Ultra-rigid cone flexion, 

powerful bass

Magnetic grille

Understated design, 
fine materials  
Significantly increased 
perceived value

Ultra-rigid MDF construction
Non-parallel side panels, 
very low vibration, neutrality

Floor-facing port
More depth

Aluminium alloy stand
Exceptional ground stability; 
built-in, height-adjustable 
spikes (key supplied)

Aluminium/Magnesium 
‘M’-shaped inverted 
dome TAM tweeter

Precision and softness

Powerflow multi-port system 
No dynamic compression 
Front port, more impact

ARIA EVO X N°4
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Finishes

Key points
• Flax fibre cone
• TMD® surround
• Aluminium/Magnesium ‘M’-shaped inverted dome TAM tweeter
• Speaker drivers developed and manufactured in France 
• Leather effect front panel 

 


